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Operating instructions  
Part 2 - Technical specification and configuration 

 
Treadmill 

 
Callis Therapie PRO 
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Your treadmill has the above Serial. No. and the following options: 

  Keypad - fixed  

  Keypad - removable  

  Belt width 60cm  

  Belt width 70cm  

  Inclination from 0% to 25% 

  Reverse running direction (reverse operation) 

  Additional emergency stop button on the railing 

  Fall protection holder (HzP) 

  Height and width adjustable handrails (HvBv) 

  Shoulder support (height and width adjustable) 

  Shoulder support for children (height and width adjustable) 

  Step stool 

  Ramp with platform, L x W x H [cm] 174 x 74/84/94 x 28.5 

  Ramp without platform, L x W x H [cm] 100 x 74/84/94 x 28.5 

  Max. weight increase 318 kg / 700 lbs (without incline, without HzP) 

  Safety shutdown 

  Other color RAL:__________________________________________________________ 

  Special options:________________________________________________________ 

 

 

Manufacturer: Reha-Stim Medtec GmbH, Brunsbütteler Damm 456, 13591 Berlin, Germany  

   

Treadmill Callis Therapy PRO   Serial No.: 

Basic model 

• Slat belt running surface 155cm x 50cm 

• Speed 0 km/h - 22 km/h / 0 mph – 13.8 mph 

• Inclination 0 % - 20 % 

• Touch terminal for speed, time, distance and heart rate 

• Heart rate measurement via POLAR chest strap compatible  

• Control down to very slow speed 0.0 km/h 

• Running surface brake when the treadmill is switched off 

• Long handrails on both sides for safety 

• Emergency stop 

• Color: white (RAL 9010) 
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Technical data 
 

Running surface: Slat belt technology s²ap Sprintex - shock absorbing profile, slat belt brake 

Dimensions:   172 cm x 76 / 86 / 96 cm x 140 cm [LxWxH] 

Running surface area:   172 cm x 50 / 60 / 70 cm [LxW] (usable surface 155 cm x 50 / 60 / 70 cm [LxW]) 

Step height:  approx. 28 cm 

Speed:   0 km/h to 22 km/h / 0 mph to 13.8 mph, extendable up to 30 km/h / 18.5 mph 

Starting speed:  from 0.0 km/h 

Inclination:  0 % to 20 %, extendable up to 25% 

Display:  Touch terminal for displaying speed, time, distance, heart rate 
 
Max. load:  up to 250 kg / 550 lbs, expandable with options up to 318 kg / 700 lbs 

Handrails:  on both sides, bar height approx. 83 cm, can be extended with options 

Power supply:  1.3 kW 230 V AC, 50/60 Hz, 6.3 A / 1.3 kVA 115 V AC, 60 Hz, 12 A 

Fuses:   2 x 6.3 A slow-blow, with slope option + 2 x 10 A slow-blow / 2 x 12 A 

Rel. humidity:  < 80% 

Noise level:  <75db(A) 

Temperature range: 0 - 40 ° C / 0 - 104 ° F 

Leakage current: < 0.5 mA 

Degree of protection: IP X0 

Weight:   160 kg / 353 lbs 

Protection class:  1 

Heart rate measurement: Polar chest strap coded with radio transmission; (receiver included) 

Color:   White RAL 9010 

Warranty:  24 months from date of purchase 

 

 

Date: 01.05.2025 
Version: 2.2 
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